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. HIGHLIGHTS OF CHANGE
Boeing B-737

The following changes are the Highlights of Changes for Revision 61. EFFECTIVE ABOVE DATE, the
Boeing 737 Master Minimum Equipment List has been revised. The changes in this revision were made
to align with FAA policy letters and to increase dispatch flexibility. All changes are reflected in the
highlights of change listed below and are indicated by revision bars in the associated ATA section. For
any change affecting an ATA section, all pages in that associated ATA section are re-dated
accordingly, with the exception of nomenclature changes for ATA chapter headings.

PAGE NO. EXPLANATION OF CHANGE

General Minor editorial corrections were made throughout the document that do not affect the
reliefs and are not indicated with change bars. These editorial corrections may be
adopted in Minimum Equipment Lists (MEL) at the operator’s discretion.

ATA 22 AUTOFLIGHT

Item 01-01 Split item 22-01-01 into items 22-01-01-01 for “-100/-200/-300/-400/ -500 Without
Autopilot DISENGAGE Bar” and “-100/-200/-300/-400/-500 With Autopilot
DISENGAGE Bar and -600/-700/-800/-800BCF/-900/-900ER”".

Item 01-01-01 |Added item 22-01-01-01 for “-100/-200/-300/-400/ -500 Without Autopilot
DISENGAGE Bar”.

Iltem 01-01-01A|Revised option 22-01-01A to option 22-01-01-01A and revised provisos.

Item 01-01-01B|Revised option 22-01-01B to option 22-01-01-01B for “-100/-200/-300/-400/ -500
Without Autopilot DISENGAGE Bar”, revised proviso wording to “autopilots are not
used” for consistency.

Item 01-01-02 |Added item 22-01-01-02 for “-100/-200/-300/-400/-500 With Autopilot DISENGAGE
Bar and -600/-700/-800/-800BCF/-900/-900ER".

Item 01-01-02A| Added option 22-01-01-02A for “-100/-200/-300/-400/-500 With Autopilot
DISENGAGE Bar and -600/-700/-800/-800BCF/-900/-900ER”.

Item 01-01-02B|Added option 22-01-01-02B for “-100/-200/-300/-400/-500 With Autopilot
DISENGAGE Bar and -600/-700/-800/-800BCF/-900/-900ER", revised proviso
wording to “autopilots are not used” for consistency.

ltem 01-02 Changed “DISENGAGE" in item heading to all capitals.

ltem 02-01A Revised proviso of dispatch option 22-02-01A.

Iltem 02-01B Added option 22-02-01B for 1 light inoperative and no autopilot disengage aural
warning required.

Item 02-01C Revised option 22-02-01B to option 22-02-01C, removed (O) procedure requirement.

ltem 02-02 Modified item 22-02-02 repair category and proviso.

Item 07 Deleted item 22-07 and its associated subitems.
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. HIGHLIGHTS OF CHANGE
Boeing B-737
PAGE NO. EXPLANATION OF CHANGE
Item 09 Deleted item 22-09.
Item 10 Deleted item 22-10.
ATA 23 COMMUNICATIONS

ltem 12-01 Added “***” to indicate optional item per Policy Letter PL-120, R3.

Iltem 12-02 Added “***” to indicate optional item per Policy Letter PL-120, R3.

ltem 12-02A Revised option 23-12-02-01A to option 23-12-02A with same provisos per Policy
Letter PL-120, R3.

Item 12-02B Revised option 23-12-02-01B to option 23-12-02B, added proviso for installing “ELT
not installed” placard per Policy Letter PL-120, R3.

ltem 12-02C Revised option 23-12-02-02A to option 23-12-02C with same provisos per Policy
Letter PL-120, R3.

Item 12-02D Revised option 23-12-02-02B to option 23-12-02D with same provisos per Policy
Letter PL-120, R3.

ltem 12-02-01 |Added item 23-12-02-01 for Remote ELT Switch per Policy Letter PL-120, R3.

Item 12-02-02 |Added item 23-12-02-02 for ELT Indicator Light per Policy Letter PL-120, R3.

ATA 25 EQUIPMENT/FURNISHINGS

Iltem 06-05 Removed “***” indicating optional item, revised heading to “Seat Belt/Air Bag” (added
“I") per Policy Letter PL-79, R9.

Iltem 06-05-01 |Revised heading to “Seat Belt/Air Bag” (added “/") per Policy Letter PL-79, R9.
Item 06-05-02 |Revised heading to “Seat Belt/Air Bag” (added “/”), added “***” to indicate optional
item, added (M) procedure indication per Policy Letter PL-79, R9.

ATA 27 FLIGHT CONTROLS
Item 09 Deleted item 27-09.
Item 13 Deleted item 27-13 and its associated sub items and options.
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ATA 33

LIGHTS

Item 11

Removed reference to deleted relief item.

ATA 34

NAVIGATION

Item 18-02

Revised item 34-18-02 heading per Policy Letter PL-105, R3.

ltem 18-02A

Added provisos b) and c) to dispatch option 34-18-02A per Policy Letter PL-105, R3.

ltem 18-02B

Revised repair category, number required for dispatch, and proviso of dispatch option
34-18-02B per Policy Letter PL-105, R3.

Item 36-03-06

Revised “May be out of currency provided” to “May be inoperative provided” per
Policy Letter PL-98, R1.

ATA 35

OXYGEN

Item 06

Revised item 35-06 heading and provisos per Policy Letter PL-43, R3.
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AIRCRAFT:
. DEFINITIONS
Boeing B-737

Refer to the current FAA MMEL Policy Letter 25, MMEL and MEL Definitions, found on the FAA Flight
Standards Information Management System (FSIMS) website.
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AIRCRAFT:
Boeing B-737

MASTER MINIMUM EQUIPMENT LIST

PREAMBLE

For the MMEL, Preamble used for operations under 14 CFR Parts 121, 125, 129, and 135, refer to the
current FAA Policy Letter PL-34, MMEL and MEL Preamble, or for the preamble used for 14 CFR

Part 91 operations, refer to MMEL Policy PL-36, 14 CFR Part 91 MEL and Preamble. Both preambles
may be found on the FAA Flight Standards Information Management System (FSIMS) website.
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. GUIDELINES FOR (M) AND (O) PROCEDURES
Boeing B-737

The FOEB has identified a need for certain procedures to provide an adequate level of safety while
providing relief for some items. These procedures must be established by the operator and may be
based on the aircraft manufacturer's recommended procedures, Supplemental Type Certificate
modifier's recommended procedures, or equivalent operator procedures. When recommended
procedures are published, the operator should comply with these procedures.

(M) and (O) Procedures are based on the Maintenance and Operational Procedures published in the
Boeing 737 Dispatch Deviations Guide (DDG).
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TABLE KEY
AIRCRAET: 1. REPAIR CATEGORY
. 2. NO. INSTALLED
Boeing B-737 3. NO. REQUIRED FOR DISPATCH
4. REMARKS OR EXCEPTIONS
21. Air Conditioning
Sequence No. ltem 1 2 3 |4 e
01 Air Conditioning Packs
(Cont'd)
01-02 Combi and All-Cargo
Configurations
(737C, QC, and STCs
STO1566LA,
STO01961SE, and
ST02556SE)
(Cont'd)
01-02-02 Left Pack C | 1 | 0 |(O)Exceptfor ER operations, may be
inoperative provided:
a) Flight Altitude remains at or
below FL 250, and
b) Procedures are established
and used to ensure main deck
cargo compartment remains
empty or is verified to contain
only empty cargo handling
equipment, ballast (ballast
may be loaded in ULDs),
and/or Fly Away Kits.

NOTE: Operator MELs must define
which items are approved for
inclusion in Fly Away Kits and
which materials can be used
as ballast.

01-03 All-Cargo Configuration | C | 2 | 1 |(O) Except for ER operations, may be
(-700C) inoperative provided flight altitude
remains at or below FL 250.
(Continued)
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TABLE KEY
AIRCRAET: 1. REPAIR CATEGORY
. 2. NO. INSTALLED
Boeing B-737 3. NO. REQUIRED FOR DISPATCH
4. REMARKS OR EXCEPTIONS
21. Air Conditioning
Sequence No. ltem 3 |4 e
01 Air Conditioning Packs
(Cont'd)
01-04 Pemco COMBI
(STC ST03387AT)
and All-Cargo
Configurations
01-04A 1 |Except for ER operations, one may
be inoperative provided only flight
deck is occupied.
01-04B 1 |(O) Except for ER operations, one
may be inoperative provided flight
altitude remains at or below FL 250.
01-04C 0 |(M)(O) Except for ER operations,

may be inoperative provided:

a) Flightis conducted in an
unpressurized configuration,
and

b) Procedures are established
and used to ensure main deck
cargo compartment remains
empty or is verified to contain
only empty cargo handling
equipment, ballast (ballast
may be loaded in ULDs),
and/or Fly Away Kits.

NOTE: Operator MELs must define
which items are approved for
inclusion in Fly Away Kits and
which materials can be used
as ballast.

(Continued)
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TABLE KEY
AIRCRAET: 1. REPAIR CATEGORY
. 2. NO. INSTALLED
Boeing B-737 3. NO. REQUIRED FOR DISPATCH
4. REMARKS OR EXCEPTIONS
21. Air Conditioning
Sequence No. ltem 1 2 3 |4 e
01 Air Conditioning Packs
(Cont'd)
01-05 All-Cargo Configuration
(STC ST01827LA and
STO00283AT)
01-05A C | 2 | 1 |(O)Exceptfor ER operations, one
may be inoperative provided flight
altitude remains at or below FL 250.
01-05B C | 2 | 0 |(M)O) Except for ER operations,

may be inoperative provided:

a) Flightis conducted in an
unpressurized configuration,
and

b) Procedures are established
and used to ensure the main
deck cargo compartments
remain empty or are verified
to contain only empty cargo
handling equipment, ballast
(ballast may be loaded in
ULDs), and/or Fly Away Kits.

NOTE: Operator MELs must define
which items are approved for
inclusion in the Fly Away Kits
and which materials can be
used as ballast.

(Continued)
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TABLE KEY
AIRCRAET: 1. REPAIR CATEGORY
. 2. NO. INSTALLED
Boeing B-737 3. NO. REQUIRED FOR DISPATCH
4. REMARKS OR EXCEPTIONS
21. Air Conditioning
Sequence No. ltem 2 3 |4 e
01 Air Conditioning Packs
(Cont'd)
01-06 All-Cargo Configuration
(-800BCF)
01-06A 2 | 1 |(O) Except for ER operations, may be
inoperative provided flight altitude
remains at or below FL 250.
01-06B 2 | 0 |(M)(O) Except for ER operations,

may be inoperative provided:

a) Flight is conducted in an
unpressurized configuration,
and

b) Procedures are established
and used to ensure main deck
cargo compartments and
lower cargo compartments
remain empty or are verified
to contain only empty cargo
handling equipment, ballast
(ballast may be loaded in
ULDs), and/or Fly Away Kits.

NOTE: Operator MELs must define
which items are approved for
inclusion in the Fly Away Kits
and which materials can be
used as ballast.
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TABLE KEY
AIRCRAET: 1. REPAIR CATEGORY

) 2. NO. INSTALLED
Boeing B-737 3. NO. REQUIRED FOR DISPATCH
4. REMARKS OR EXCEPTIONS

21. Air Conditioning

Change

Sequence No. ltem 1 2 3 |4 Bar
02 Pack Air Flow/Shutoff C | 2 | 0 |[(M)(O)May be inoperative

Valves deactivated closed.

(Includes

STC SA2969S0)

02-01 High Flow Mode cl| 2|0
(-300/-400/-500/-600/
-700/-800/-800BCF/
-900/-900ER)

02-02 APU High Flow Mode cl| 2|0

02-03 Electronic Flow Control C 2 0
(-800/-900/-900ER)

02-04 Position Indicator Switch
Discrete Signal
(Flow Control Valve
P/N 396608-1)

02-04A C | 2 | 1 |May be inoperative failed open
provided both air conditioning packs
operate normally.

02-04B C | 2 | 1 |May be inoperative failed closed
provided both air conditioning packs
operate normally.

02-05 Pack Flow Control cl| 2|0
*rk Sensors
03 Pack Trip Warning C | 2 | 0 |(M)O)May be inoperative provided

Systems associated pack is not used.
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TABLE KEY
AIRCRAET: 1. REPAIR CATEGORY
) 2. NO. INSTALLED
Boeing B-737 3. NO. REQUIRED FOR DISPATCH
4. REMARKS OR EXCEPTIONS

21. Air Conditioning
Change

Sequence No. Item 1 2 3 |4 Bar

04 Pack Turbofan
(-100/-200/-300/-400/
-500)

04-01 All-Passenger C | 2 | 0 |(O)May be inoperative provided
Configuration associated pack(s) is operated only in
(All Models) flight with flaps retracted.

04-02 Combi and All-Cargo
Configurations
(737C, QC,
STCs SA2969S0,
STO1566LA, and

STO01961SE)

04-02-01 Right Pack Turbofan C | 1| 0 |(O)May be inoperative provided right
pack is operated only in flight with
flaps retracted.

04-02-02 Left Pack Turbofan C | 1| 0 |(O)May be inoperative provided:

a) Left pack is operated only in
flight with flaps retracted, and

b) Procedures are established
and used to ensure main deck
cargo compartment remains
empty or is verified to contain
only empty cargo handling
equipment, ballast (ballast
may be loaded in ULDs),
and/or Fly Away Kits.

NOTE: Operator MELs must define
which items are approved for
inclusion in Fly Away Kits and
which materials can be used
as ballast.

(Continued)
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